


Performance and Technical Data
Testing in Concrete Beam

Compressive Strength = 3350 PSI
Test Report No.:  HETI-98-3023 

Hurricane Engineering & Testing, Inc., Miami, FL

Test
Edge

Distance Embedment
Ultimate
Load Lbs.

Pull-out 2.5" 1.00" 762

Pull-out 2.5" 1.75" 2505

Shear 2.5" 2.00" 2729

Shear 2.5" 1.75" 2591

Testing in Concrete Block
Compressive Strength = 2070 PSI

Test Report No.:  98-039 Construction Testing Corp., Miami, FL

Test
Edge

Distance Embedment
Ultimate
Load Lbs.

Pull-out 1.0" 1.25" 780

Pull-out 2.5" 1.25" 1216

Shear 1.0" 1.25" 424

Shear 2.5" 1.25" 1324

These values are offered only as a guide, therefore, an appropriate 
safety factor should be applied to these values. For additional 

details and information, call 800.435.7213.

Elco Construction Products 
5110 Falcon Road • Rockford, IL 61109
800.435.7213 • Fax 815.397.8986
www.elcoconstruction.comElco®, Stalgard®, Crete-Flex®, TrimFit™ and Acument™ are 

trademarks of Acument™ Intellectual Properties, LLC

ThInstallation Instructions

Important Product and Warranty Information!
■	 As with all cutting tools and fasteners, normal safety precautions should be observed to avoid electrical installa-

tions, other utilities and reinforcement bars. Careful use will provide the utmost in safety and reliability.

■	 The wearing of safety glasses by users and persons in the vicinity is required by Federal Law.

■	 Complete Crete-Flex product information, code approvals and technical application assistance is available from 
Elco Construction Products by calling 800.435.7213.

This literature was prepared as a summary of the Crete-Flex Masonry Fastening System and is not, therefore, intended to describe all hazards, 
limitations, warnings, precautions, etc., pertaining to the use of the product. The information and data presented herein are believed to be accu-
rate and reliable. However, due to the wide variety of possible intervening factors, the suitability of the product for the use intended is the sole 
responsibility of the user. Specifications and other information contained herein supersede all previously published material and are subject to 
change without notice.

All Crete-Flex anchors are warranted to be manufactured free from defects in material and workmanship. Under this warranty, Elco Construction 
Products will provide, at no charge, replacement product for any Crete-Flex anchor proven to be defective when installed in accordance with our 
published recommendations and in applications considered by us as suitable for this product. This warranty is in lieu of any and all warranties, 
express or implied, and in no case will Elco Construction Products be liable for incidental, liquidated or consequential damages.

The Crete-Flex® Masonry Fastening System consists of 
Crete-Flex anchors and Elco® carbide-tipped drill bits. 

To determine the proper length Crete-Flex anchor for an 
application, combine the thickness of the attachment 
(A) with the desired depth of embedment in the masonry 
material (B). It is recommended that a minimum of 1" 
and a maximum of 2" embedment be used in determining 
fastener length. (Refer to Selection Guide on other side).

The Elco drill bits in the Crete‑Flex system have a special 
diameter (.234). Only this size 
should be used for optimum 
performance. Elco drill bits for 
Ultracon® applications, with 
a smaller diameter (.204"), 
should not be substituted. 

Consistent performance and 
maximum pull-out values can 
be assured only when genuine 
Elco drill bits are used along 
with a 1000 tool (Elco Cat. No. 
ELP100) or a Crete-Flex tool 
(Elco Cat. No. ENC900). With 
the Elco drill bit installed in 
the drill or rotary hammer, drill 
the depth of (A) + (B) + (C). 

With the drill tool still in its hammer mode, drive the 
Crete-Flex anchor using an appropriate hex or phillips 
drive tool until properly seated with the work surface. For 
installations using a rotary hammer drill, Elco offers two 
hex-shanked SDS masonry drill bits that can be used in 
conjunction with the 1000 installation tool: EMC120 for 
fasteners up to 2-1/4" in length, and EMC130 for lengths 
up to 4".
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Inspection 

In-place inspection can be 
made by identifying the spe-
cial Crete‑Flex head marking. 
This marking consists of an 
Elco logo along with a “4” as 
shown to the right.

   


