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COMBAT SUPPORT VEHICLE MAINTENANCE FACILITY

HAGER

250 P = 2 Pl S =

e

BB1191

Description: Full Mortise Hinges > Five Knuckle > Ball Bearing -
Standard Weight > Ball Bearing - Standard Weight

Application: For use on medium weight doors or doors requiring
medium frequency service.

(4 MEsE=. &'9
Description - ANSI A2112 (Brass) Material - Brass with Stainless Steel pin
ANSI A5112* (Stainless Steel) Stainless Steel with Stainless Steel pin
- Two ball bearings
- Non-rising removable pin with button tip and
plug
Hinge Size | Hinge Size | Gauge of | Hole Count | Screw Size | Screw Size
(inches) (mm) Metal (Machine) (Wood)
312x31/2] 89x89 0.119 6 1/2x 10-24 1x9
4x4 102 x 102 0.129 8 1/2x12-24 | 11/4x 12
41/2x4 114 x 102 0.134 8 1/2x12-24 | 1 1/4x 12
i4];‘2x4h‘2 114 x 114 0.134 8 1/2x12-24 | 11/4x12 L‘—
S5x4 127 % 1 0.145 8 1/2x12-24 | 1 1/4x12
Sx41/2 127 x 114 0.145 8 1/2x12-24 | 11/4x12
5x5 127 x 127 0.145 8 1/2x12-24 | 1 1/4x 12
6x4-112 152x 114 0.160 10 1/2x 1/420 1 12x 14
6x5 152 x 127 0.160 10 1/2x 1/4-20 11/2x 14
6x6 152 x 152 0.160 10 1/2x1/420 11/22x 14




RE Series

RO Series

Heavy duty mortise lock, wrought steel,

corrosion resistant

- UL listed 3-hour fire rating

- Meet or exceed ANSI Grade 1 standards

- Field reversible handing

- Anti-saw deadbolts with hardened pins

- One year manufacturer’s warranty

Easy installation and servicing

Forged brass or stainless steel escutcheon

6 Solid-touch grip levers and 1 knob available

- Levers made of forged brass or stainless steel

- Grade 1 knob with steel insert

- Available in 8 BHMA finishes - 605,606, 612,613,625,
626,629 and 630

- Levers ADA compliant

=l RS Series

317-806-1180



Artistic Congress Gala Imperial
605 - US3 625-US26 629 -US32 630-US32D
Bright Brass Bright Chrome Bright Stainless Satin Stainless

Regal Sentinel Tango -
630 US320 626 - US26D 606 2Us4 New "Q" lever
Satin Stainless Satin Chrome Satin Brass /

Typical Exploded View - RE & RCE Series

PARTS LIST DESCRIPTION

1. Outside Escutcheon Assembly (1)
See Note A

2a. Inside Spindle (1)

2b. Outside Spindle {1}

3. Mortise Lock Case (1)

4. Lock Case Screws (2)

5. Face Plate (1)

6. Face Plate Screws (2}

7. Inside Lever Assembly (1}

8. Assembly Mounting Screws (2

9. Inside Escutcheon Assembly (1}
{Thumbturn Optional)

10. Escutcheon Mounting Screws (2)

11. Mortise Cylinder (1) (Qptional)

12. Compression Spring {1} (Cprional}

13. Cylinder Collar (1) (Optional)

14, Dustbox (1)

15. Strike {1}

16. Strike Screws (2)

Note A: The RCE Series has the clutching
mechanism in the outside escutcheon
assembly,

www.marshallbestsecurity.com




Accommodates flat doors &

Armored Front ...........

Dieadbolt.....ccois

Latchbolt ..ocovievverianes

Guardbolt:..coounaas
Stopworks ..

Strike

Cylinder.
Keyway .

Finishes ...
(@) LiStings ..ovvevvvenees

Brass, chrome plated with Delrin O

anti-friction insert.

.Extruded brass, chrome plated.

Push button, brass, chrome plated. .
Brass, bronze, or stainless steel, 4 7/8” x 1 14"

....As specified.
.....As specified.
....AAs specified. o

— Features And Specifications
1 %" thick.

2%

Heavy gauge steel 8” x 1 44" x 3/32".

doors beveled 1/8” in 27, g
‘Wrought brass or stainless steel attached

by machine screws to lockcase front.
1" throw, brass, chrome plated with
hardened steel rollers.

4778
Handed curved-up ANSI strike.
Handed. Reversible in field.

As specified.

@ Listed “A™ Label (3 hour), for use ANSI STRIKE
on fire doors: single or pairs,

Meets dimensional and Grade 1 Operational

and Grade 1 Security Specifications of

ANSI A156.13-2005 Series 1000. Lock body FRONT
conforms to Federal specification Type 86.

MORTISE LOCKS WITH CLUTCHING MECHANISM

Free turning lever or knob in the locked position

and other areas requiring more security
Top quality, added security

Tamper-proof cylinder collars

« 6 Solid-touch grip levers and 1 knob available
- Levers made of forged brass or stainless steel
- Knob with steel insert

- Levers ADA compliant

Heavy duty mortise lock

- UL listed 3-hour fire rating

- ANSI Grade 1

- Heavy duty stopworks

- Anti-saw deadbolts with hardened pins
« Entry, Classroom and Hotel functions available
* 3 yearmanufacturer’s warranty

« Vandal resistant clutching mechanism in outside trim assembly
+ l|deally suited for hospitals, schools, universities, factories, offices

Wrought rose or escutcheon made of brass or stainless steel

Available with interchangeable core and standard cylinder

- Available in 7 attractive BHMA finishes - 605, 606, 613,625, 626,629 and 630

RCS Series - Sectional Trim

317-806-1180



(" FUNCTIONS )

-

Series/
Function

Specifications :fér R-Series

Type

ANSI
No.

Function Description \

(References to levers also apply to knobs)

o
91 Passage or
E "ni’ RE-01 Closget FO1 Latch bolt operated by lever from either side at all times.
RO-01
o
o
RS-04 Latch bolt operated by lever from either side except when
B RE-04 Ent Fo4 outside lever is locked by push button in face plate. When
= RO-04 4 outside lever is locked, latch bolt is retracted by key from
2 RC-04%* outside or by operating inside lever. Auxiliary dead latch.
o
o
RS-05 Latch bolt operated by lever from either side except when
g RE-05 Classroom FO5 outside lever is locked from outside by key. When the outside
RO-05 lever is locked, latch bolt is retracted by operating inside lever
RC-05%* or outside lever when unlocked by key.
o
o
I 5] Storeroom or FO7 Latch bolt operated by key from outside or by operating inside
=i E RO-07 Closet Lock lever. Qutside lever is always locked. Auxiliary dead latch.
o
RS- Apait £ Exit Latch bolt operated by lever from either side, except when
g paF\,r S_enT .IXIt FO9 outside lever is locked by key from inside. When outside lever
s orFublic forle is locked, latch bolt is retracted by key from outside or by
RO-09 Lock operating inside lever. Auxiliary dead latch.
RS-13 Latch bolt operated by lever from either side. Dead bolt
RE-13 Dormitory or F13 projected by key from outside and by turn knob from inside.
Exit Lock Operating inside lever retracts both bolts and unlocks outside
RO-13 lever. Extended deadbolt automatically dead locks latch bolt.
RS-14* 2
RE-14* Store Door F1a Latch bolt operated by lever from either side. Dead bolt
RO-14* Lock operated by key from either side.
: Latch bolt operated by key from outside or by operating inside
RS-15 h bol d by key f ideor by d
RE-15 Hiotel Glisst lever. Outside lever is always locked. Dead bolt projected by
R K F15 turn knob from inside and all keys except emergency and
Rg_:ﬁs** Loc display key are shut out. Operating inside lever retracts both

bolts. Auxiliary dead latch. )

b Attention:Locksets that secure both sides of the door are cantrolled by bullding codes and the Life Safety Codes.

the inside lever could be hazardous oreven fatal.

** RC Series with Clutching Mechanism available in Entry, Classroom & Hotel functions only.

nan emergency situation, failure to quickly unlock

317-806-1180




HMEH COMEAT SUPPORT VEHICLE MAINTENANCE FACILITY

250 B = 2 Pl =

= 230w

Description: Stops > Wall Stops & Holders

Application: Meets ANSI A156.16 for LO2101

Diameter - 2-7116" * Finishes - US3, US4, US5, US9 0, UST0B, US15,
<BR>USI5A, USI US26D, US32,
USs32D

Projection = 1" Fasteners - #10 x 1-1/2" PPHWS w/ Plastic and Toggle
Anchor

Materials - Wrought Brass, Bronze, Stainless Steel Note - Specify Add 2327 for Machine screw and
toggle nut screw pack

Stop - Rubber




DORMA 8600 u

Surface Applied
Door Closers

== The 8600 Series closers

represent the latest in door control
technology, designed to exceed
the demands of today’s buildings.

With features like the full range spring power adjustment, the
8600 Series closer provides the flexibility needed to meet the
many demands of commercial and institutional applications,

including ADA barrier-free accessibility requirements.

This door control also features a backcheck positioning
adjustment for parallel arm applications, to maintain an ANSI
backcheck range similar to regular and top jamb applications.
The modern slim cover, flat form arm, and architectural
finishes provide the aesthetic qualities required of architectural

grade closers,

In addition to all of these superior features, the 8600 Series
is backed by DORMA's unprecedented 25-year warranty.

q Technical Details:

Available as 8616 closers for interior and exterior doors.

Meets barrier-free requirements (adjustable size 1 thru 6).
Non-handed for regular, top jami and parallel arm applications.
Adjustable backcheck standard. Controls opening motion

during abusive or abrupt opening.

POS backcheck positioning valve (standard) maintains
effective backcheck range on parallel arm applications. Valve

is accessible with the closer installed.
Optional delayed action adjustable with a separate

independent valve. Delays door closing to allow unobstructed

passage through the opening.

Slim plastic cover standard. Full plastic or metal cover optional.
Designed to minimize change in closing speed during severe

temperature changes.

Aesthetically pleasing and easy to adjust steel flat form arm

assemboly.

A full complement of optional arms, plates, and brackets

available for special applications.

SNB1 sex nuts and machine screws for 1-3/4" thick doors

included standard.

Available with optional self-drilling screws for steel door and

frame applications (DPK&6)

Available with optional self-tapping screws for aluminum

door and frame applications (TPK86).
No slip, octagonal bore spring adjustment standard.

Certifications:

ANSI A1b6.4 Grade 1 certified.
U.L. & C.U.L. listed.
Meets UL10C and UBC 7.2 (1997).

Meets ANSI A117.1 and ADA for barrier-free accessibility.

CSFM approved.

COMBAT SUPPORT VEHICLE MAINTENANCE FACILITY

Features

Spring size (shipped as size 4)

1-6

Non-handed

Parallel arm bracket

Full line of specialty function arms and plates

Backcheck positioning adjustment

Controlled closing with two
adjustment valves

180°-10°
10°-0°

Backcheck

Delayed action

Q

Hold cpen

a

SNB1 sex nuts for 1-3/4" thick doors included

Self-drilling screws (DPK)

Self-tapping screws (TPK)

Tamper-resistant TORX screws (TX)

Slim plastic cover

Full cover (metal or plastic)

® yes o gptional

w



DORMA 8600 Surface Applied
Door Closers

COMBAT SUPPORT VEHICLE MAINTENANCE FACILITY

# Specification: REDUCED OPENING FORCE INSTALLATIONS CAUTION:
The architectural grade 8600 Series is a non-handed surface Manual door closers, including those certified to meet
applied door closer with adjustable spring power and BHMA/ANSI A156.4, when installed and adjusted to conform
hackcheck positioning adjustment. Adjustable hydraulic to ADA or other reduced opening force reguirements, may not
backcheck will take effect at approximately 70°. The 8600 has provide sufficient power to reliably close and latch a door.
two independent, noncritical adjustment valves to control Refer to catalog for ED800 Low Energy Operator to meet
sweep and latch closing speeds. The backcheck positioning reduced opening force requirements without affecting closing
valve assures an effective ANSI backcheck range on parallel power.

arm applications, All closers to have field adjustable spring
power from size 1 to 6 and meet barrier-free requirements.
Closers to have a slim plastic cover and a wide range of arm

Aluminum: |689.
options. All 8600 fully adjustable spring force door closers to p .
: ; : s : Bronze: 691 (Dull), 690 (Statuary), or 695 (Dark Duranodic).
include an integral design to positively stop adjustment of the

Finishes:
Standard S_arayed Finishes:

spring at the minimum and maximum soring force settings G G

[ I I I I [ ‘

& & & Black: 693.

Optional Specifications: Optional DORMA Custom Color or Designer Color Finishes:

The 8600 Series closer will have optional delayed action (DA}
Delayed action range will be effective from maximum opening

Contact Customer Service.

to approximately 65°. All 8600 closers to have full metal Optional Plated Finishes:

(FMC) or full plastic (FC) cover. All 8600 closers to have sex Brass: 605 (Bright) or 606 (Satin).

nuts with machine screws for 1-3/8" door (SNB2). Closers to Bronze: 611 (Bright), 612 (Satin), or
have self-drilling screws for steel doors and frames (DPK86). 613 (Oxidized Satin Oil Rubbed).
Closers to have self-tapping screws for aluminum doors and Nickel: 618 (Bright) or 619 (Satin).

frames (TPK86). Closers to have TORX security for all exposed ~ Chrome: 625 (Bright) or 626 (Satin).

fasteners (TX86). Waitaiitys 25 jears












COMBAT SUPPORT VEHICLE MAINTENANCE FACILITY

& PEMKO TITLE:
tASSAABLOYI PREPARED FOR:

PREPARED BY:
ADHESIVE GASKETING:
SILICONSEAL™ ADHESIVE-BACKED DATE:
FIRE/SMOKE GASKETING COMMENTS:

~» sssp [)E Q& e

AVAILABLE FINISHES: BL, c@ﬁR,mN. W
AVAILABLE LENGTHS: 17", 18, 20, 21", 25', 30", 204
WIDTH: 1/2” (12.7 mm)

HEIGHT: 14" (6.4 mm)

e Compression Bulb

T m Stabilizer
4 Flange

(6.4
.. Adhesive
1 /2“ _..i Backing

(12.7)

BL (Black)
C(Clear) Copyright © 2008 Pemko Manufacturing Co. All rights reserved.

D (Dark Brown) Reproduction in whole orin part without the express written
GR (Gray) permission of Pemko Manufacturing Co. is prohibited.
TAN (Tan)

W (White) S88 CUT Rev1-04.01.08



